I KEGAWA

IK-DAC101A

1-Door Access Controller

Key Features

* 1-door access control

e TCP/IP network connectivity

* (Card capacity: up to 42,000 users

* Event log capacity: up to 200,000 records

* Flexible Wiegand interface (W26, W34, W66 compatibility)

Design and specifications are subject to change without prior notice. For the latest product information and specifications, please visit www.ikegawacctv.com.
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Specifications

Communication

Wiegand Wiegand 26 / 34 / 66

Wiegand Transmission
. = Up to 100 m (328 ft), recommended < 80 m (262 ft)
Distance

Network Protocol TCP/IP

Ethernet Transmission
Up to 100 m (328 ft), recommended < 80 m (262 ft)

Distance

Card Capacity Up to 42,000 cards (expandable)

Event Log Capacity Up to 200,000 records (expandable)

Network Interface 1 x RJ-45, 10/100Base-T Ethernet, auto-negotiation
Door Control 1 door

Card Reader Interface 2 x Wiegand

Exit Button Input 1

Door Sensor Input 1

Relay Output 1

Power Supply 100-240 VAC

Output Voltage 12 VvDC

Power Consumption Standby < 3.6 W; Operating <36 W
Operating Temperature -20°C to 60°C (-4°F to 140 °F)

Operating Humidity 10-90% RH (non-condensing)

Operating Environment Indoor

Dimensions 277 x232x70 mm (10.91 x9.13 x 2.76 in)
Net Weight 1.94 kg (4.28 Ib)
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Dimensions (mm)
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USB Desktop Card Writer

Switch

CMS Server
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Card Reader

Card Reader with Keyboard

Access Controller
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Exit Button
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Lock
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